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A B S T R A C T

The material properties of soft substances can be measured from bulk, homogeneous samples using rheometers
and tensile testing instruments, while such characterization often requires indentation methods when sample
preparation and geometry are highly constrained. For example, it is advantageous to use indentation instruments
to measure the elastic moduli of living cells, confluent cell layers, tissue samples, hydrogel coatings, or soft
objects with defined shapes and heterogeneous compositions like contact lenses. However, it is often exceedingly
difficult to determine the point of contact between an indenting instrument and a soft sample. Here we describe a
method that eliminates the need to determine the point of contact and we perform a thorough analysis of the
errors associated with this analysis approach. The method involves averaging and differentiating experimental
force-depth curves and reformulating classical contact mechanics models in terms of the applied force, F, and the
first derivative of force with respect to indenter position, F′. Simulated indentation measurements of thick and
thin hydrogel slabs with varying levels of noise and data averaging reveal that small errors are generated over a
wide range of parameter space. Additionally, we provide a method for propagating errors from statistical var-
iations in data to generate confidence intervals, facilitating the use of this data analysis method.

1. Introduction

Indentation methods have been used extensively to characterize the
elastic moduli of hard materials like metals and ceramics [1–4]. Many
of the mechanical models describing the contact forces between an
indenter and a substrate can be reduced to power-law relationships of
the form F=KdP, where F is the force, d is the depth of indentation, K
contains material and system constants, and P is dependent on the
geometry of the system [5–9]. More recently, indentation tests and
contact models have been employed to investigate soft matter systems
[10–14], including studies of hydrogels [15], cells [16,17] and cell
layers [18,19]. However, a major limitation in most indentation mea-
surements of soft systems is the difficulty of pin-pointing the point of
contact, d0, between a sample surface and indenter. A diversity of ap-
proaches have been taken to determine d0, including optical measure-
ments [20], regression algorithms [21], and successive search algo-
rithms where every data point of the loading curve is treated as a
potential point of contact [22,23]. An experimental two step indenta-
tion method was devised to determine the point of contact when speed-
dependent effects contribute to the measurement [24]. Our previous
work showed that small errors in d0 can lead to enormous errors in
estimated elastic moduli, even when a good fit to data is achieved [25].

To remedy this source of error, we developed a new analysis method to
eliminate the need for determining the point of contact. Through a
series of computer simulations and experimental indentations on
polyacrylamide (pAAm) hydrogels the new method was shown to aid in
the selection of the appropriate model which best described the sample
and provided accurate measurements of the elastic modulus. However,
no characterization of the error and uncertainty introduced with this
new methodology has been developed. To provide confidence in this
new method and facilitate its adoption by diverse researchers seeking to
perform indentation measurements on soft systems, it is critical to in-
vestigate the errors and uncertainties it introduces.

Here we investigate the error and uncertainty associated with our
new analysis method through a series of simulated indentation mea-
surements of soft substrates that obey the Hertz and Winkler contact
models. The analysis method involves binning noisy force-indentation
curves, differentiating the binned data, then computing an elastic
modulus. To systematically explore the dominating origins of error and
uncertainty, we vary both the noise amplitude in force measurements
and the size of data bins. We also perform a propagation of error ana-
lysis to predict an expected variance in elastic modulus calculations for
a wide range of potential scenarios, comparing measured errors to
theoretical uncertainties. A comparison between the two contact
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models shows that our analysis method produces more error for data
following the Winkler model, yet errors are generally low; the 99.7%
confidence intervals of elastic moduli measured from data following
either model fall within 7% of the true value. Additionally, over a wide
range of parameter space of varying data bin size and measured noise
amplitude, we find<3% error in measured elastic moduli, relative to
the known value.

2. Methods

2.1. Summary of previously reported experiments

The loading curves simulated and analyzed in this manuscript are
based on experiments from our previous work [25]. Here we provide a
brief overview of these experimental details to motivate the specific
details included in the simulations described in this manuscript. Poly-
acrylamide (pAAm) hydrogel samples were made at 7.5% polymer
concentration and different sample thicknesses. The hydrogel sheets
were prepared using the protocols reported in Urueña et al. [28] and
allowed to equilibrate in ultrapure water (18.2MΩ) for 24 h. The
sample thicknesses were controlled during polymerization by casting
the hydrogels between two 22× 22mm2 glass cover slips separated by
100 μm and 1000 μm thick spacers. The top coverslips were removed
before indentation either spontaneously through the swelling process or
by gentle mechanical agitation.

Indentation was performed near the centers of the hydrogel samples
to minimize possible edge effects. The hydrogel samples were sub-
merged in ultrapure water and indented with a piezo-driven, quasistatic
transducer indentation system (Hysitron BioSoft) with a hemispherical
indenter tip, also submerged in the water bath. The indentation tip was
a borosilicate glass hemisphere (R=1mm), which was plasma cleaned
and coated with F-127 Pluronic between each experiment to reduce
adhesion to the hydrogel surfaces. In these experiments, the indenter
begins at some unknown distance from the surface, d0, approaches the
surface monotonically, touches the surface, and indents at a constant
piezo displacement rate of 10 nm/s for 100 μm thick specimens and
1 μm/s for 1000 μm thick specimens. The samples were loaded by
moving the piezo stage to specified locations in a displacement-con-
trolled operation mode. Force-response and positions were measured
simultaneously by the quasistatic transducer at a rate of 125 Hz. In this
displacement-controlled mode, the primary source of noise was found
to be in the force-signal; measured indentation depths were found to be
very smooth in time. Thus, in this work we focus entirely on noise
originating from force measurements. In future work it will be inter-
esting to explore force-controlled experiments in which the dominating
origin of noise arises from feeding back on force measurements while
constantly adjusting the indenter position. We believe the method de-
scribed here could be re-formulated to smooth out noisy position
measurements rather than noisy force measurements, or possibly
smoothing both potentially noisy signals.

2.2. Overview of the analysis method

Force-indentation curves using a variety of probe geometries are
well-described by simple power law relationships, which can be used to
characterize soft materials. Among these are the flat-ended cylindrical
punch and indenters with conical, hemispherical, paraboloid shapes
[9]. For hemispherical indenters, the Hertz and Winkler contact models
are often used to analyze loading curves produced by applying a force,
F, to the surface of a material that indents by a distance, u, at the apex
of an indenting instrument. While contact models are often generalized
to described interfaces between surfaces with two different curvatures
made from materials with two different material properties, we focus
here on infinitely stiff, hemispherical indenting instruments pressing
against flat, soft substrates. However, we note that the method can be
modified to analyze measurements for which any two contacting

geometries produce force-displacement curves that obey a power law
scaling relationship. When using a hemispherical indenter to test slabs
of material much thicker than the width of the interface under contact,
the Hertz [26] contact model is used, which has an F-u relationship
given by

= − ≡∗F E R u d K d4
3

( ) ,H
1/2

0
3/2 3/2

(1)

where F is applied force, E∗ is the modulus of elasticity of the material,
R is the radius of curvature of the indenter probe, u is the indenter
location, d0 is the location of the surface at which the indenter first
makes contact, d= u− d0 is the indentation depth, and KH is a pre-
factor for writing the relation compactly. When using a hemispherical
indenter to test thin slabs of material where the contact width is larger
than the substrate thickness, the Winkler [27] contact model is used,
which has an F-u relationship given by

= − ≡
∗

F πE R
h
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where the parameters are the same as in the Hertz model except for the
addition of h, the slab thickness, and KW a pre-factor for writing the
relation more compactly. To perform experiments for determining E⁎,
any general power law that relates F to u usually requires knowledge of
d0 either ahead of time or through additional experimental or analysis
approaches. To eliminate the need to know d0, the F-u power law can be
differentiated with respect to u, F′= dF/du, and the original F-u re-
lationship can be used to eliminate u-d0. For any power-law contact
model, F= KdP, the resulting relation is given by

′ =F K F ,G
n (3)

where KG= PK1/P is a generalized coefficient and n=(P− 1)/P. K can
be KH, KW or the coefficient of any F-u power-law relationship. For the
Hertz model, P=3/2 and n=1/3; for the Winkler model, P=2 and
n=1/2. For the Hertz model, following this procedure and solving for
the elastic modulus results in a relationship given by

⎜ ⎟= ⎛
⎝

′ ⎞
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∗E F
R F
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,
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where the value 1.83 is approximately PP with P=1.5. The same
procedure for the Winkler model produces a relationship for the elastic
modulus given by

= ′∗E hF
πRF4

.
2

(5)

Using these relationships, measured F-u curves can be converted
into local, point-by-point moduli, and averaged. Below we describe a
procedure for computing F′ from experimental and simulated data.

2.3. Implementation using experimental or simulated data

In the micro-indentation measurements simulated here, measure-
ments of indenter position, u, are typically smooth, while simultaneous
measurements of applied force, F, are often the dominant source of
noise in F-u curves [25]. Thus, differentiating F-u curves requires some
form of smoothing. To overcome this frequently encountered challenge
in differentiating experimental data, we average F-u data falling within
equally spaced force bins. This process requires re-casting the formulas
derived above into forms that account for the binning process. Re-
presentative values of force, Fi , and displacement, ui, within the ith bin
are found by computing the mean of all values falling within a specified
force range. Performing a discrete derivative on this binned data, ′Fi is
given by

′ = −
−

+

+
F F F

u u
,i

i i

i i

1

1 (6)

where Fi and +Fi 1 are average forces of sequential bins along the loading
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curve. Similarly, ui and +ui 1 are average indenter positions of the se-
quential bins. The force corresponding to each ′Fi is chosen to be the
mid-point between each successive pair of evenly spaced bins, given by

= ++F F F
2

.i
i i1

(7)

The power law models for determining the elastic moduli are then
recast in terms of indexed averaged variables. For the Hertz model, the
modulus determined from each new bin is given by

=
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Similarly, the modulus for the Winkler contact model is given by

=
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2

(9)

The index on the elastic modulus for both models indicates that a
value for the elastic modulus can be calculated for each point along the
loading curve.

2.4. Propagation of error analysis

With the algebraic formulas developed above, it is straight-forward
to propagate variations of Fi and ′Fi within each bin to the corre-
sponding calculation of Ei∗. The standard deviation of Ei∗ is found from
a generalized relation for variance given by
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where z is the variable of interest and we approximate cross terms to be
zero. Following this procedure for the case of the Hertz contact model,
the standard deviation of Ei∗ is given by
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where ′∼σ
F
2

i
is the variance of ′Fi , ∼σF

2
i
is the variance in Fi and σEi

∗ is the

standard deviation in E⁎, each for the ith bin. The variances for ′Fi and Fi
are found to be given by
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i 1 are calculated for each bin. Similarly, the
standard deviation, σE∗, of E∗ for the case of the Winkler contact model
is given by
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In both cases, the variances of R and h are treated as negligible
compared to ′F and F , and are approximated as zero.

3. Results and discussion

3.1. Errors introduced by binning force measurements

Since force scales nonlinearly with displacement in the power law
relationships investigated here, we expect the binning procedure

described above to generate errors that vary systematically with the
measured values. To investigate binning errors, we compute the dif-
ference between the averaged value of force in the ith bin, Fi , and the
known value at the bin's midpoint. We perform this residual calculation
along a simulated force-displacement curve that models experimental
indents on soft substrates reported previously [25]. The experiments we
model here used a hemispherical indenter of radius R=1mm and a
polyacrylamide (pAAm) hydrogel substrate having an elastic modulus
E⁎=23.6 kPa which was measured experimentally in our previous
work by micro-indentation, and compared to bulk shear measurements
(Fig. 1) [25]. To create finely spaced data-points to average over, we
compute F at approximately 2× 106 locations and place them in
equally spaced force-bins, incremented by ΔF. We simulate an indent of
a thin slab having thickness h=100 μm using the Winkler model; a
thick slab (h≫ 100 μm) is simulated using the Hertz model. To isolate
errors arising solely from binning data, no noise is added to the simu-
lations for the residual calculation, though both simulations are
bounded at the low end by a noise floor of 5 μN to reproduce the lower
force-limit reported in experiments. At the high-force end, we bound
the simulations by an indentation depth of 20 μm, also mimicking the
experiments (Fig. 1).

In the thick-slab simulation, we choose a bin-size of 2 μN, which
represents a fairly coarse binning considering the largest force simu-
lated is approximately 90 μN. The binned data appears to lay right on
top of the smooth Hertz model curve (Fig. 2a). Indeed, a point-by-point
calculation of the residual, −F Fi i , shows that the difference is al-
ways< 10−2 μN; the binning error is never> 0.33%, and is highest at
low forces. The scaling relationship between this residual error and
indenter position, u, turns out to be u−3/2, the reciprocal of the Hertz
power law (Fig. 2b). A similar analysis of the F′ versus F data shows that
the binned data points lay very close to the analytical model and that
the residual error is never> 0.33%. The scaling relationship between
the residual error of F′ and the applied force turns out to be F−1.68

(Fig. 2c,d).
In the thin-slab simulation we explore the same range of indentation

depth tested in the thick slab case, resulting in a maximum force of

Fig. 1. Indentation measurements of thin and thick hydrogel substrates are
simulated using the Winkler and Hertz contact models. The elastic modulus is
calculated from F′-F curves and its residual is determined, enabling the quan-
tification of error associated with the new method.
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approximately 285 μN; we choose a correspondingly larger bin width of
7 μN. The binned data points lay very close to the smooth Winkler
model curve and the point-by-point residual, −F Fi i , exhibits an error
that is always< 3.1% (Fig. 3a,b). In this case, the scaling relationship
between this residual error and indenter position, u, turns out to be u−2,
the reciprocal of the Winkler power law (Fig. 3b). Applying this analysis
approach to the F′ versus F data also shows little difference between the
binned data points and the analytical model; the residual error is
never> 2.5%. The scaling relationship between the residual error of F′
and the applied force is found to be F−1.57 (Fig. 3c,d). While this ana-
lysis reveals that binning errors are larger for analysis of indentation
data from thin slabs than from thick slabs, the errors are generally small
for both thick and thin substrates. Binning errors in thin-slab mea-
surements are larger than those in thick-slab measurements most likely
because of the corresponding disparity in force-level at the same in-
dentation depth, related to the stronger power of the Winkler scaling
law (P=2) relative to the Hertz scaling law (P=3/2). In both cases,
binning errors are found to be the largest at the lowest applied loads

and indentation depths, where the derivatives of the F-u curves are
small.

To provide a priori estimates of uncertainty in measurements of E⁎

using our method, confidence intervals can be computed by propa-
gating variations in F and F′ through calculations of E⁎, following the
procedure described above in the Methods section. Accordingly, using
Eqs. (8) and (9), we compute E⁎ from each of the simulated F′-F curves
shown in Figs. 2 and 3. Comparing the values determined from simu-
lated data to the known value that is put into the simulations we find
that a well-defined value of E⁎ can be determined by averaging over
most computed values. Plots of E⁎ versus F show that elastic modulus
measurements agree very well with the known value over nearly the
entire range of forces simulated (Fig. 4a,b). We also find that the E⁎

computed from the lowest two or three force bins are clear outliers, so
we use the median of E⁎ as our representative value. The appearance of
these outliers and their relative magnitudes across the Hertz and
Winkler cases are consistent with our observations, above, that errors
are highest at low forces and larger for thin-slab indents. Thus, as a
general guideline, it is useful to compute E⁎ from median calculations
rather than from means, reducing the influence of these few outliers.
For the individual estimates of E⁎ computed for each averaged pair of F
and F′, the confidence interval, CI, is given by

= ±
∗

CI
N

3 σ ,E

(15)

where N is the number of points in a bin and the factor of three cor-
responds to three standard deviations (99.7% confidence for Gaussian
random variables). For the thick slab, we find an average CI of± 1.2
kPa, and for the thin slab, we find CI= ±1.6 kPa. An important
practical feature of CI is that it will determine the minimum sampling
rate necessary for a desired confidence interval; an increased con-
fidence can be achieved by increasing the number of samples within
each force bin interval.

3.2. Combined noise and binning errors introduced in determining E⁎

In the error calculations described above we chose a single bin-size
in processing each of the simulated force curves to mimic data analysis
of typical experiments. Additionally, no noise was added for the pur-
pose of isolating potential errors introduced by our binning procedure.
To gain insight into how these confounding variables may affect ex-
perimental measurements together, we perform additional simulations
in which the force bin-size and measurement noise are systematically
varied. To generate noisy F-u curves, uniformly distributed random
numbers within a range ± ΔF are added to data points generated by
the theoretical models, and a noise floor of 2ΔF is chosen for each si-
mulation. From these noisy F-u curves with varying bin-size, maps of E⁎

are generated using Eqs. (8) and (9) as described above. These averaged
estimates of E⁎ are computed for all combinations of ΔF and bin-sizes
tested; for the thick slab indent simulated from the Hertz model, ΔF and

Fig. 2. To isolate the error produced from binning data, simulations of the
Hertz model are run with no noise and data-points are binned using a bin size of
2 μN. The residuals of the binned data are found by comparing binned values to
the values obtained from the Hertz model at the bin mid-points. The residual of
F falls with a power of −1.5 with an R2 of 0.9999 while the residual of F′
decreases with a power of −1.682 ± 0.001 with an R2 of 0.999.

Fig. 3. Theoretical loading curves based on the Winkler model were also si-
mulated with no noise to understand effects the power law has on error pro-
duced by binned data using a binsize of 7 μN. The residual of F falls with a
power of −1.995 ± 0.003 with an R2 of 0.9999 while the residual of F′ falls
with a power of −1.575 ± 0.006 with an R2 of 0.9997.

Fig. 4. We compute E⁎ as a function of applied force, F, using the (a) Hertz and
(b) Winkler contact models with no noise to isolate the effects of data binning.
Dashed lines are confidence intervals based on a propagation of uncertainty
analysis using a 99.7% confidence. The known value of E⁎ (solid line) falls
within the confidence interval of the calculated values of E⁎. We note that in the
Winkler contact model case, a relatively large error occurs for the first few bins
when calculating elastic modulus.
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bin-size are varied between 2 μN and approximately 9 μN; for the thin
slab indent simulated by the Winkler model, ΔF and bin-size are varied
between 2 and 30 μN. In both cases, the upper limits of ΔF and bin-size
are chosen to be roughly 1/10 the maximum applied force in the si-
mulated F-u curves. The lower limits are chosen to reflect the typical
noise-floor of micro-indentation instruments.

In the 2D maps of percent error in E⁎, relative to the true value of
23.6 kPa, we find that the error dramatically rises near the largest levels
of noise and largest bin-sizes; for most of the parameter space explored
here the errors are so small that the 2D error maps must be displayed on
a logarithmic scale in order to visualize the overall trends. Throughout
the lower ranges of ΔF and bin-size, the random variations from point-
to-point are comparable to the neighborhood values, creating a grainy
error map (Fig. 5a,b). Consistent with the residual analysis of F-u and F′-
F curves described in the previous section, the errors in analyzing thick
slabs are generally less than those of thin slabs; the largest error found
is approximately 3.3% for the thick slab case and 26.3% for the thin
slab case. Apart from these maximal errors occurring at the largest
noise levels and bin-sizes, the measured errors throughout most the
remaining parameter space are< 3% for both the thick and thin slab
cases and do not exhibit a strong dependence on bin-size. These low
levels of error are found even in when the noise amplitude is much
larger than the bin-size; we find that the smoothing of noise is largely
controlled by the number of data-points in a bin, rather than the bin-
size alone. While this analysis does not lead us to specific guidelines for
analyzing data collected from the diversity of instruments most often
used to perform indentation measurements, we hope the analysis shown
here provides confidence that low levels of error are achievable when
analyzing data having a wide range of different levels of noise.

4. Conclusions

In the work described here, we investigate errors in determining
elastic moduli when using our recently developed analysis method that
eliminates the need to know the point of contact in indentation mea-
surements. This method involves discrete derivatives of experimental
data; we hope that determining the errors produced by differentiating
experimentally measured nonlinear loading curves will provide con-
fidence to researches who wish to adopt the method. We therefore
derived a formula for predicting confidence intervals of elastic moduli
measurements, specific to our analysis method. We find that the mea-
sured residuals of elastic moduli are smaller than the theoretical con-
fidence intervals, which is a result of how well linear approximations
made by binned data reflect the original loading curves. Moreover, we
find the residuals produced by binning ideal noise-free data to be
negligible, and the method produces highly accurate elastic moduli
when analyzing data with a wide range of noise levels and when
averaging data using a wide range of bin sizes.

We limited our modeling in this investigation to one material
system: a 7.5% pAAm hydrogel, having an elastic modulus of 23.6 kPa.
This hydrogel represents a soft material in the middle-range one might
encounter in biotribological systems – most soft tissues have elastic
moduli in the 10 kPa range, while brain tissue is comparatively softer
and cartilage is stiffer. Our results indicate that our analysis method is
capable of measuring moduli across the range spanned by these tissues;
our previous work showed the effectiveness of this method in mea-
suring the elastic moduli of much softer gels having moduli of 4–6 kPa,
and noise rapidly becomes negligible compared to measured force le-
vels when measuring much stiffer materials.

The analysis method and error characterization described here are
not restricted to micro-indentation techniques; data collected using
many different kinds of indentation instrument can be processed with
our method. Measurements of soft materials using macro-, micro-, and
nano-indentation systems may benefit from this analysis method. For
example, while atomic force microscopes (AFMs) fitted with colloidal-
scale indenting probes have force and displacement resolutions of
fractions of nano-Newtons and nanometers, the noise present in these
measurements creates challenges with interpreting data near the point
of contact [29]. Thus, even with high resolution in force and dis-
placement and low levels of noise, uncertainty in the point of contact
still exists. Thus, we expect our analysis method to help in such cases.
However, challenges remain when using our method; in situations
where the indenter detects forces as it moves toward a sample surface,
force-offsets can be produced near the point of contact [24]. These
forces can arise from the resistance generated by fluid “squeeze-out” at
the interface between an indenter and a sample. The same deficiency in
our method will arise when adhesive “snap-on” forces generate an
uncontrolled offset in measured force; while our method eliminates the
need to know the point of contact, it is not capable of eliminating the
role of force-offsets. In such cases, our method could potentially be
applied to a portion of the unloading-side of the force-displacement
curve where elastic forces dominate. We are currently exploring the
effects of offsets in force on elastic modulus measurements and devel-
oping new methods to eliminate their effects.
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